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DESCRIPTION 

ADBOND 5051 accelerates the polymerization of ADBOND cyanocrylates. It is also convenient when used with 
high viscosity cyanoacrylates to fill gaps between substrates. It can be applied before or after the adhesive or 
on the opposite surface of the adhesive by brush, syringe or spray. 
 

PHYSICAL PROPERTIES 

 

 

 

 

 
PACKAGING 

 300ml aerosol can (5051) 

 4 liters  (5051-1) 
 

STORAGE 

ADBOND 5051 has a shelf life of 12 months when stored in a cool, dry place in its original sealed container. 

 

CAUTION 

Use with proper ventilation. Avoid contact with eyes and skin. Always consult Safety Data Sheet (SDS) before 
using the adhesive. For industrial use only. For more information, please contact your technical 
representative. 

 
IMPORTANT 

READ CAREFULLY 

The information and recommendations contained herein are derived from our research and information from 
other reliable sources. This data applies only to our products and not when used with other products. We 
believe in the reliability of our information. However, no guarantee is offered to that effect. It is the 
responsibility of the buyer to verify this data according to their own operating conditions to ensure that they 
conform to the purpose for which the product is intended, even before using it. 

THE WARRANTY OFFERED BY ADFAST SHALL BE LIMITED TO THE REPLACEMENT OR REIMBURSEMENT OF 
THE PRODUCT IF THEY HAVE BEEN DEFECTIVE. NO OTHER IMPLIED OR EXPRESS WARRANTY APPLIES. 
ADFAST DISCLAIMS ANY OTHER LIABILITY FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES. 

Uncured  

Color Clear liquid 

Viscosity 1 cPs 

Odor Ether 

Flash point < -18°C (1°F) 

Specific gravity 0.715 

Shelf Life 12 months 


